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RESEARCH MEMORANDUM

THE EFFECT OF CONICAL CAMBER ON THE STATIC LONGITUDINAL,
LATERAL, AND DIRECTIONAL CHARACTERISTICS OF A 145°
SWEPTBACK WING AT MACH NUMBERS UP TO 0.96

By Robert I. Sammonds and Robert M. Reynolds
SUMMARY

An Investigation has been conducted to determine the effect of conical
camber on the drag due to 1ift and on the static longitudinal, lateral, and
directional stabllity characteristics of an aspect-ratio-3, 450 gweptback
wing in combinatlion with a streamline body. Tests were made at Mach num-
bers up to 0.96 at & Reynolds number of 1.5 million and at Reynolds num-
bers up to 8 million at a Mach number of 0.22, both with and without
roughness strips near the leading edge of both the upper and lower surfaces
of the wing.

The addition of conical camber to the basic wlng reduced the drag due
to 1lift at moderate and large 1ift coefficients and increased the maximum
lift-drag ratios. The detrimental effects of compressibility became more
pronounced as the camber was increased. At 1lift coefficients near zero,
conical camber incressed the drag of the basic wing~body combination.

In general, at low angles of attack the effect of camber on the lift
and pitching-moment curve slopes and on the side force and yawing moment
was small., However, the maximum effective dilhedral of the wing was
increased, for most test conditions, by cambering the wing.

INTRODUCTION

The tactical requirement of high subsonic cruising speeds at high
altitude has placed increasing importance on the attainment of high 1ift-
drag ratiosg at the highest possible Mach numbers without sericusly pensal-
izing the supersonic dash capabilities of the airplane., As a significant
portion of the total drag of an airplane can be associated with the pro-
duction of lift, methods for reducing the drag due to 1lift are being
investigated.
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Research has been conducted to determine the effectlveness of a
conlcal type of camber in reducing the drag due to lift of several low-
aspect-ratio triangular and sweptback wings at subsonic and supersonic
speeds (refs. 1 and 2). As a part of this research, the effects of conical
camber on the aerodynamlc characteristics of an aspect-ratio-3, 45° swept-
back wing in comblnation with a streamline body have been lnvestigated.

A portion of the results of this Investigatlion has been reported in ref- |
erence 2, The present report presents the resulits for an extended range
of subeonic Mach numbers, including the effects of conical camber on the
static lateral and directional characteristics of the wing-body combina-
tion.

These tests were conducted in the Ames 12-foot pressure wind tunnel
at Mach numbers up to 0.96 at a Reynolds number of 1.5 million, and at
Reynolds numbers up to 8 million at a Mach number of O. 22, both with and
without roughness strips near the leading edge of both the upper and lower
surfaces of the wing.

NOTATION o
b2 Lo _ L
A aspect ratio, 5
b span - .- . —
b/2 i
c chord Jf c2dy .
- . 0 -
c mean serodynamic chord, kjpbla
o .
Cp drag coefficient, Qﬁ%&
Cp, drag coefficient at zero 1lift of the plane wing
1ift
C1, 1ift coefficient,-jig- .-
CLd equivalent design 1ift coefficlent at design Mach number of 1.0
(See ref. 2.)
3
o) rolling-moment coefficient, rollinisgoment
Cn piltching-moment coefficlent, pitchiﬁgcmoment’ referred to the

quarter point of the mean aerodynamic chord

SONESRENGEND -~
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yawing moment

Cn yawing-moment coefficlent, a5b
Cy slde-force coefficient, S—igeq%gﬁ
% 1ift-drag ratio
<}{) maximum lift-drag ratio
max
1 over-all length of basic body
M free-stream Mach number
q free-stream dynamic pressure
R Reynolds number based on wing mean aerodynamic chord
r local radius of body
Tro maximum radius of body
S wing ares
s spanwise distance from wing plane of symmetry to edge of circum-

scribed trilangular wing

X, ¥ 52 Carteslan coordinates in streamwise, spanwise, and vertical
directions, respectively

¢ ACZ:)
2 L
B AR a = constant
. <?cn
n —n
B AB o = constant
oy (2
B = constant
%g& rate of change of 1ift coefficient with angle of attack, Cf, = O
a
dacy
—L  rate of change of dihedral effect with angle of attack, Cp, ~ O
EEE rate of change of pitchlng-moment coefficient with lift coeffi-
dCL, clent, C, = 0
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o angle of attack corrected for tunnel-wall interference
Oy geometric angle of sttack - T T

B angle of sldeslip
MODELS

The models tested in the Ames 12-foot pressure wind tunnel consisted
of one uncambered and two conlcally cembered wings, each mounted in the
midwing position on a streamline body of revolution., The wings had an
aspect ratlo of 3.0, 45° sweepback of the leading edge, & taper ratio of . : -
0.40, and a maximum thickness of approximately 5 percent in streamwilse =
planes. A sketch of the projected model plan form showing the baslic model -
dimensions 1ls presented in figure 1. The body was designed to have a  _ e
minimum wave drag for a given volume (Sears-Haack body). Figure 1 gives
the equation of the body coordinates and shows the cutoff at the rear of
the body to accommodate the stlng and the four-component strain-gage bal-
ance used to measure the forces and moments. These models were prevliously -
used for the investigation reported in reference 2.

The plane (uncanmbered) wing consisted of NACA 6L4A006 sections perpen-
dicular to the quarter-chord line of the swept alrfoll sections with a
leading-edge modification consisting of an increase in the nose radli es
shown in figure 2, Coordinstes for the plane wing are glven in table I.

The two cambered wings had the same thickness distribution as the
plane wing, and the cawber surfaces were designed, in accordance wilth the
theoretical methods reported in reference 2, to have equivalent design .
1ift coefficients of 0.22 and 0.29, at a Mach number of 1.0. The coor-
dinates for these two wings are given in tables IT and IIT. The mean-
surface sghape of the. sweptback wing, cambered for & design lift coefficilent
of 0.29, 1s shown in figure 3. Since this surface shape was obtained by
calculating the camber shape of a triangular wing (with & specified design
1lift coefficient) which circumscribes the sweptback wing, the surface
shapes of the two wings will be 1ldentical over the common area. Further-
more, since the mean surface of the wings is conlcal with respect to the
wing apex, the surface trace will be slimilar for all locations of the
cutting plane (A-A, fig. 3) along the x axis. However, it should be
noted that, as presented in figure 3, the s +term is defined as the
distance from the wing plane of symmetry to the edge of the circumscribed
triangular wing and that at the tips of the sweptback wing, the y/s term
will be less than 1. '

‘L
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TESTS AND PROCEDURES

Measurements were made of the 11ft, drag, and pitching moments of the
three wing-body combinations for a range of angles of attack for Reynolds
numbers of 3, 6, and 8 million at a Mach number of 0.22; for Reynolds num-
bers of 1.5 and 2.86 million at a Mach number of 0.60; and for Mach numbers
from 0.80 to 0.96 at a Reynolds number of 1.5 million.

Measurements of the 1ift, drag, and pitching moments were also made
for the wing-body combinations with roughness strips placed along conical
rays near the leading edge of both the upper and lower surfaces of the wing
(see fig. 1). These roughness strips consisted of number 60 carborundum
grit imbedded in Vulcslock. The same range of angles of attack, Reynolds
numbers, and Mach numbers were used for the wings both with and without
roughness.

Additional measurements were made of the side force, yawing moment,
and rolling moment of the three wing-body combinations (with roughness) at
a sldeslip angle of -6° for the same range of Reynolds numbers and Mach
numbers previously stated.

CORRECTIONS TO DATA

The data are presented as sgtandard NACA coefficlents about the stabil-
ity system of exes. The drag coefficient and angle of attack have been
corrected by the method of reference 3 for the induced effects of the
tunnel walls resulting from 1ift on the model, The following corrections
were added to the measured values:

Ja¥ed

0.16 CL, deg

ACp = 0.00279 C12

The induced effects of the tunnel walls on the pitching moment, side
force, yawing moment, and rolling moment were calculated and found to be
negligible.

Corrections were also applied to the data to account for the constric-
tion (blockage) effects of the tumnel walls (ref. 4) and the air-stream
inclination. At a Mach number of 0.90, the blockage correction amounted
to an increase of less than 1 percent In the measured values of Mach num-
beroand dynamic pressure. The correction for alr-stream Inclination was
0.1"-.

The drag data were adjusted to correspond to the drag which would
exist if the base pressure were equal to free-stream static pressure.

i
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RESULTS -

The lift, drag, and pitching-moment data for the wing-body comblna-
tions wilth the plane wing and with the two cambered wings are presented in
figures 4+ to 9., In these figures, the drag data have been presented in
the form Cp - (Cr2 /mA) for plotting convenience. It should be noted that
when presented in this form (Cp - (Cp3/mA)) the estimated drag values for
the theoretical condition of full leading~edge suctiont would be constant
for all 1ift coefflcients at a value equal to CD The total drag coef'-
ficients, Cp, are presented in figures 10 and 11 8¢ a Ffunction of Reynolds
number and Mach number, respectively, for congtant values of 11ft coeffi-
cient, Filgures 12 to 14 show the lift-drag ratios for the three wings
both with and without roughness. The meximum 1ift-drag ratlos and the
1ift coefficlents for maximum lift-drag ratlo are presented in figures 15
and 16 along with estimated values of the maximum 1lift-drag ratio for the
theoretical condltions of full leading-edge suction and no leading-edge
suction.l ‘Figures 17 and 18 present the slope of the 1ift and pitching-
moment curves, near _gzero 1lift, as a function of Reynolds number and Mach
number, respectlvely.

The basic rolling-moment, side-force, and yswlng-moment coefficients
Tor the three models are presented in figures 19 to 21 for a sideslip angle
(B) of -6° and with leading-edge roughness. The static stability deriva-
tives (CZB, CnB’ and CyB), obtalned by dividing the static coefficients

(C7, Cn, and Cy) by the sideslip angle, -6°, are presented in figures 22
and 23 as a function of Reynolds number and Mach number, respectively, for
an angle of attack of 0°: Also presented in figures 22 and 23, for angles
of attack near 0°, are the changes in dilhedral effect for a unit change in
angle of attack. '

DISCUSSION

Since the Reynolds numbers of these tests were low compared to prob-
able full-scale conditions, the boundary leyer of the models would likely
be different from that for full scale, It was felt that the boundary layer
for the models (low Reynolds number) would be largely laminar at zero 1lift
with a forward chordwlse shift of the transition from laminar to turbulent
flow with increasing 1ift and Reynolds number, and that the full-scale
boundary layer would be largely turbulent, with tranmsition occurring well
forward on the wing for all 1ift conditions. This movement of transition
on the models would result in a sizable change in skin friction with

1The formulae used to estimate the drag coefficlents for the theo-
retlical conditlons of full leading~-edge suction and no leading-edge suction
are Cp = Cp, + (Cr2/wA) and Cp = Cp, + Cr2/57.3(dCr/da), respectively,

where CDO is the drag at zero 1ift of the plane (uncambered) wing.

p—
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changing 1ift and Reynolds number, and the serodynamic characteristics

of the models would not be representative of that for the full-scale
condition. In order to reduce the changes in skin friction on the model,
an effort was made to fix the location of boundary-layer transition on
the model irrespective of 1lift coefficient and Reynolds number by placing
roughness strips along conical rays near the leading edge of both the
upper and lower surfaces of the wing.

It should be noted that this addition of roughness near the wing
leading edge would be expected to result in an increase in the drag of
the wing-body combination due not only to the increase in skin frietion
resulting from the forward movement of transition but due also to the
dreg of the roughness strips themselves. However, since these roughness
strips were the same for each of the three wings, it is felt that this
contribution to the total drag of the wing-body combinations would be
nearly the same for each of the three models and could be ignored in
comparing the data for the three wings.

Although no measurements were made to determine whether or not the
roughness strips actually fixed transition near the leading edge of the
wing, 1t is felt that the data with roughness are more appliceble to full-
scale conditions. As such, the following discussion will be concerned
primarily with the data for the wings with roughness.

Drag Characteristics

Examination of the basic data presented in figures 7 to 9 shows that
cambering the wing generally decreased the drag at high 1ift coefficients
and increased the drag at 1ift coefficients nesr zero. However, it should
be pointed out that for the more highly cambered wing (CLd = 0.29) the
increase in drag due to camber at a 1lift coefficient of zero amounted to
as much as 0.003 for the wing with roughness, although without roughness
(figs. 4 to 6), this increase in drag amounted to as much as 0.007. This
difference in the drag increment due to camber at zero lift with and with-
out roughness is in accord with the results presented in reference 2.
Evidence presented in the sbove reference indicstes that, without rough-
ness, the boundary layer of the plane wing at zero 1ift may have been
largely laminar, with a change in the skin-friction drag resulting from a
forward movement of transition when the roughness strips were added. For
the cambered wing, however, these data of reference 2 indicated that the
camber may have induced transition naturally near the wing leading edge,
with no appreciable movement of transition resulting from the addition of
roughness. It can also be seen from figures 7T and 10 that increasing
Reynolds number for a constant Mach number (0.22) delayed to higher 1ift
coefficients the substantial beneflts of drag reduction due to camber.
Also, at these higher 1ift coefficients for Mach numbers less than 0.80,
the wing with the most camber had the least drag. For Mach numbers from

SNk
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about 0.90 to 0.96 for a Reynolds number of 1.5 million and 1lift coeffi-
clent above 0.2, the drag reductions due to camber were less than those
obtained at the lower Mach numbers (figs. 9 and 11). Furthermore, for
Mach numbers greater than 0.80 at these same lift coefficients, the mod-
erately cambered wing had as low if not lower drag than the more highly
cambered wing. It thus appears that the benefits of camber are reduced

as the drag divergence Mach number is exceeded and that the adverse effects
of compressibility on the drag become more pronounced as the camber is
inereeased. This effect of compressibility is in agreement with the data
reported in reference 2.

Lift-Drag Ratio

The data presented in figures 12 through 16, for the wing with rough-
ness, show that throughout the range of these tests, cambering the wing
resulted in increased meximum 1lift-drag ratios as compared to those for
the plane wing. However, 1t should be pointed out that since, for a Mach
number of 0.22 and Reynolds numbers between 3 and 8 million, the plane wing
was developlng nearly full leading-edge suctlon, the benefits due to camber
were necessarily small (figs. 12 and 15). It is interesting to note at the
high Mach numbers (Reynolds number of 1.5 million), the adverse effects of
compressibillity resulted in a raplid decrease in mesximum lift-drag ratic for
all three wings, with the benefits of camber oh the maximum lift-drag ratio
completely disappesaring at Mach numbers of 0.93 and sbove. It should be
mentioned that no attempt has been made in this investigation to alleviate
the compressibllity drag losses by contouring the body, and, hence, that
the decrease in meximum lift-drag ratioc for both the plane and cambered
wing could probebly have been delayed to higher Mach numbers if either an
erea-rule or Kuchemann type modification had been employed in the design
of the wing-body combination (ref. 5).

The data presented in figures 15 and 16 show that with roughness,
the meximum lift-dreg ratios of the cambered wings were almost coincident
wlth the estimated 1lift-drag ratios for the condition of full leading-
edge suction except at the high Mach numbers. At Mach numbers sbove sbout
0.86, the effects of compressibility resulted in a rapid divergence of
these theoretical and experimental curves, with the experimental data
approaching that for the theoretical conditlion of no leading-edge suction.
It is interesting to note that, without roughness, there was a substantial
difference in the maximum lift-drag ratios obtained for the cambered wings
and full leading-edge suction for the entire Mach number range. However,
this may be attributed to the aforementioned differences in the boundary-
layer conditions for the plane and cambered wings, without roughness.
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Lift and Pitching Moment

In general, the effect of camber and Reynolds number on the 1ift and
pitching-moment curve slopes was small for the range of Mach and Reynolds
numbers investigated (figs. 17 and 18). However, the use of conical camber,
in most cases, did delay to higher 1ift coefficients the abrupt change in
slope of both the 1lift and pitching-moment curves (figs. 7 to 9). Increas-
ing the Mach number generally resulted in the expected increase in the
slope of the lift and pitching-moment curves for all three wings.

Static ILateral and Directional Stability

It can be seen from figures 19 to 23 that the variation with angle of
attack of the rolling moment, yawing moment, and side force was nearly
linear at the low angles of attack. No appreciable effect of elther cam-
ber, Reynolds number, or Mach number 1s indicated except for the effect
of Mach number on the variation of effective dihedral with angle of attack.
For all three wings, lncreasing the Mach number from 0.60 to 0.90 for a
Reynolds number of 1.5 million resulted in an increase in the variation of
effective dihedral with angle of attack; at Mach numbers above 0.50 this
trend was reversed.

It is of interest to note that the lowest angle of attack at which the
lateral or directional characteristics experienced an gbrupt change in
slope (figs. 19 to 21) coincided with the angle of attack at which there
was a rapld increase in drag (figs. T to 9). In addition, it can be seen
that increasing either Reynolds number or camber delayed these changes in
slope to higher angles of attack.

It is apparent from figures 19 to 21 that increasing either Reynolds
number, Mach number, or camber generally increased the maximum effective
dihedral of the wing except at Mach numbers above 0.92. At this Mach num-
ber and gbove, there was practically no effect of camber on the maximum
effective dihedral.

CONCLUSIONS

Data have been presented showing the effect of conical camber, Mach
number, and Reynolds number on the drag due to 1ift and the static longi-
tudinal, lateral, and directional stability characteristics of an aspect-
ratio-3, 4i5° gweptback wing in combination with a streamline body. The
results of this investigation showed:

EITEEIND
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l. The use of conicel camber reduced the drag due to 1ift at moderate
and large 1lift coefficlents end increased the maximum lift-drag ratios
although the detrimental effects of compressibllity became moré pronounced
as the camber was increased. At 1lift coefficients near zero the use of
conical camber generally increased the drag of the basic wing-body
combingtion.

2, In general, the effect of camber on the 1ift and pitching-moment
curve slopes and o the slde force and yawing moment was small at low
angles of. attack. However, except at the highest Mach numbers, cambering
the wing resulted in a large increase in the maximm effective dihedral of
the wing.- .

Ames Aeronsutical Laborstory

National Advisory Committee for Aeronasutics
Moffett Field, Calif., Apr. 2, 1956
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TABLE I.~ COORDINATES OF ATRFOIL. SECTIONS FOR PLANE WING
[Coordinates are presented Ffor sections parallel to the plane of symmetry]

2y/fv x z X z 2y/e x z x z
percent ¢ | percent c || percent ¢ | percent e percent ¢ | percent c{| percent ¢ | percent c
o® 0 o ¥7.325 2.522 || o.61% 0 o ¥7.325 2.502
672 L6l 52.540 2.438 672 745 52,440 2.438
1.008 .559 57.kok 2.304 1.008 8h2 57.404 2.30k4
1.678 .70k 62,223 2.132 1.678 972 62.223 2.132
3.3h40 964 66.903 1.931 3.340 1.242 66.903 1.931
6.623 1.317 T1.452 1.709 6.623 1.609 TL.452 1.709
9.850 1.57TL 75.872 1.468 9.850 1.847 75.872 1,468
13.023 1.776 80.170 1.217 13.023 2.030 80.170 1.217
19.213 2.077 81».352 .963 19.213 2.236 84,352 3
25.200 2.289 88.421 LST15 25.200 2.354 88.ha1 715
30.997 2.4k29 92.38L .73 30.997 2.k2g 92.38L 473
36.610 2.511 96.212 .238 36.610 2.511 96.212 238
k2.0% 2.541 100.000 .009 L2.050 2.551 100.000 009
0.25? 0 0 47.325 2.522 0.83% 0 0 k7.325 2.522
672 572 52.440 2.438 672 817 52,440 2.438
1.008 .663 57. 4ok 2.30h 1.008 .920 57. kol 2.304
1.678 .808 62.223 2.132 1.678 1.050 62.223 2.132
3.34%0 1.067 66.903 1.931 3.34%0 1.322 66.903 1.931
6.623 1.126 TL.Ws2 1.709 6.623 1.685 Ti.k52 1.709
9.8%0 1.677 T5.872 1.468 9.850 1.931 T5.872 1.468
13.023 1.868 80.170 1.217 13.023 2.100 80.170 1.217
19.213 2.135 84,352 .963 19.213 2.281 84.352 .963
25.200 2,310 88.421 TS 25.200 2.372 88.h21 715
30.997 2.h29 92.384 573 30.997 2.429 92.384 b3
36.610 2.511 96.212 .238 36.610 2.511 .212 .238
42.050 2.541 100.000 .009 k2.050 2.541 100.000 .009
0.50% o o ¥7.325 2.522 1.00f 0 o 47.325 2,522
672 676 52.21;0 2.438 672 891 52.140 2.438
1.008 768 57.40Ok 2.30% 1.008 .988 5T. 4oL 2.30k
1.678 .907 62,223 2.132 1.678 1.118 62.223 2.132
3.340 1.176 66.903 1.931 3.340 1.393 66.903 1.931
6.623 1.528 TL.452 1.709 6.623 1.750 TL.452 1.709
9.8%50 1.778 T5.872 1.468 9.850 1.993 g.&"{e 1.468
13.023 1.963 80.170 1.217 13.023 2.155 170 1.217
19.213 2.19% 84.352 .963 19.213 2.317 8L.352 .963
25.200 2.333 88.k21 TS5 25.200 2,382 88,421 .T15
30.997 2.k29 92.38h 473 30.997 2.9 92.38k% k73
36.610 2.511 96.212 .238 36.610 2.511 6.212 .238
42,050 2.541L 100.000 .009 k2,050 2,541 100.000 .009

;'I.cadins-edge radius: 0.190 percent chord
leading-edge radius: 0.236 percent chord
®leading-edge radius: 0.370 percent chord
Leading~edge radius: 0.520 percent chord
©1eading-edge radius: 0.713 percent chord
fleading-edge radius: 0.92%F percent chord
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TABLE II.~ COORDINATES OF ATRFOII SECTIONS FOR WING CAMBERED FOR
CLd = 0.,22 at M = 1,0
[Coordinates are presented for sections parallel to the plane of symmetry]

2y/o x x % T x ]
percent c | percent c [f percent ¢ | parcent ¢ percent ¢ | percent ¢
o* 0 0 25.000 2.289 71.k82 1.709
672 L6y 30.997 2.k29 T5.872 1.468
1.008 559 36.610 2.511 80.170 1,217
1.6 .70k ka.0%0 2.541 [ .963
gg 96k 47.325 2.522 88, 715
623 L.317 52, 2.438 92,384 B
9.8%0 1,571 57.kok 2.30k 96.212 .2
13.023 L7176 62.223 2.132 100.000 .009
19.213 2.077 66,903 1.931
%, £y
x x | _percentc |
27/ ipercent o Upper Lover ey/v [percent c Upper Lover
surface | surface surface | surface
02| o <35 | oamm | 067 | a3z | 2me2 2522
672 208 ~.ThO 52.4k0 2.438 | -2,
1.008 335 -.793 57. 40k 2.304 { -2,304
1.678 JShL -.859 62.223 2.132 -2.132
g.aho . =1.037 66.903 1.931 -1,931
.623 1.317 | -1.31T T1.h32 1.709 ~1.709
9.850 1571 | <1.571 ;3.912 1.h68 | ~1.M68
13.023 L7716 | -1.T76 .170 .27 | -L217
19.213 2.077 -2.077 ek.!?a .963 -.963
£5.200 2.289 | -2.269 88.hey 715 -.T13
30.997 2,k29 | -2.h29 92.384 lgg -.473
32.610 2,51 | 2,51 96.212 . -.238
050 2,551 | -2.541 100.00Q 009 ~.009
W'EJ"? 2.522 -2.522 .
s2.h0 2.438 | -2.k38 0.83 Q -2.430 | ~2.4%0
57.450% 2.304 -2, 672 ~1,k78 -2.955
62.223 2.132 | -2.132 1.008 | -1.348 | -2.929
66.903 1.932 -1.931 1.678 ~-1.11% -2.877
TL.452 1709 '1‘133 3 ko -.622 | 2774
gg.a'{e 1868 | -1, - Jdon | -2.605
.170 Lar | -1.ar 9.850 . 025 -2.928
84,352 .963 -.963 13.023 1.063 -2.502
es, Kol - 718 19.213 1.68% -2.:32
92.38k :;g -.:;g 25.200 2.100 -2,
96.212 . - 30.997 a.gké -2.515
100,000 009 - 36.610 2.kg0 | -2.3W1
82,080 254 | -2.5%1
0.50%| o© -1.086 | -1.046 47.325 a.zez -2.582
672 -.361 | -1.333 52.5h0 2,438 ~2.438
1,008 -'oag -2,352 57.404 2,30k -2,30k
1.678 o -1.23 62.223 2.132 | -2.132
. 3.2&0 ol | -2, 66.203 1,931 | -1.931
6.623 10Tk | -1.955 Ti.h82 1,709 | -1.709
9.850 1.463 -1.685 872 1.k68 -1.468
13.023 198 | -1.81% .170 .ay | -1.27
19,213 e.gg -2. ak.e;e +963 -.963
25,200 2.1'29 -2, 88.3& .Iu =718
30,997 2. -2, 92. AT -.h7
36.610 2351 | -2.511 96.212 ° 233 -.233
tz.o:o 2.351 | 2,551 200.000 009 -.009
T 2.522 | -2.322
52.2% 2.i38 -2.338 1007 o -3.678 3.678
5740k 2.30k { -2.30k 672 .| -2..95 J29%
62,223 2,132 | -2.132 1.008 [-2.382 | -k.310
66,903 1.931 | -1.931 1.678 | -2.171 | -k.245
TL.h52 1709 | -1.709 3340 {-1r01 | ~k.067
7.872 1.468 -1.468 6.623 - =3.77%
80.170 1,27 -1.217 9.850 - -3.548
Sh.gae .963 -.963 13.023 178 -3.370
88.he1 15 - 9.2a3 | . -3.‘1&2
92,384 .k'{g -.h73 25,200 1.523 | -3.
96.212 23 -.238 30.997 1.912 -2.950
100.000 009 - 36.610 2.171 | -2.852
a 42.050 23? -2.7
0,87 o -L.631 | -1.631 k7.325 2.5) ~2.641
£72 -.821 | -2.009 82, 2.382 | -2.419
1.008 -.680 | -2.020 57.404 2.889 -2.317
1.678 -y -2.030 62,223 2.132 | -2,132
g.gko .03 -1, 66,903 1.931 -1.931
623 2702 | =-1.9kY 71.452 1.709 | -1.709
9.850 1.186 ~1.976 5.872 1.468 -1.468
13.023 1.834 -2.223 80.170 147 | -2.217
19.213 1.598 2. ak.gse .563 =-.963
25.200 2.279 -a.goo 88.h21 75 -
30.997 £2.429 -2.429 92,384 lga -.z'g
36.610 2.1 | -2.511 96.218 . -
k2,050 2.5k | -2.5% 100.000 .009 -
'Leading-edge radius: N Ppercent chord

0,190
0,236 percent chord
dInnd.!.ng ¢ 0.370 percent chord - -
Leading-edge radius: 0.520 percent chord
<] 113
0.92

;Iand:l.n;-edgn radius: percent chord
Ieading-edge radius: percent chord
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Cry = 0.29 at M = 1.0

.712 percent chord
52k percent chord

0.520 percent chord

[}
Q

0.236 percent chord
0.370 perceat chord

redius:
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'Iald:.n;-edga radius: 0.190 percent chord
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TABLE III.- COORDINATES OF ATRFOIL SECTIONS FOR WING CAMBERED FOR

NACA RM A56D02
[Coordinates are presented for sections parallel to the plane of symmetry]

leading-edge rsdius

ading-edga radius
rlnd.‘l.n;-odze radius:
Lesding-edge radius:
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Equation of body coordinates Note: |. All dimensions in inches unless otherwise noted
3 . - . .
T [’_ (l—- 2x)2 ]? 2. All wing dimensions for a projected plon form
fo 1
- |~165

_.'L_:— rdy. 4 V4

~<——— [8.05 g 1543 _——:-'-I 617 ‘4_

4693 : >
—— l = 59.50 >

Pigure 1.- Model arrangement.
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Figure 2.- Comparison of normal and modified leading-edge radii for swept-
back wings.
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Figure 3.- The mean-surface shape of the conically cambered sweptback
wing, CLd = 0.29.
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Figure 4.~ Effect of conical camber on the drag, 1lift, and pitching moment; without roughness,
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(b) R = 6x10°

Figure %.- Continued.
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Figure 5.- Effect of conical camber on the drag, lift, end pitching moment; without roughness,
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Figure 5.~ Concluded.
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Figure 6.- Effect of conical camber on the drag lift , and pitching moment; without roughness,
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Pigure 6.- Continued.
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(a) R = 3x108

Figure 7.- Effect of conical camber on the drasg, lift, and pltching moment; with roughness,
M= 0.22.
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(b) R = 6x108

Figure T.- Continued.
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Figure 7.- Concluded.
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© Plane wing
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(a) R = 1.5x108

Figure 8.- Effect of conical camber on the drag, 1ift, and pitching moment; with roughness,

<

M = 0.60.
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(b) R = 2.86x008

Pigure 8.- Concluded.
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Flgure 9.- Effect of conical camber on the drag, lift, and pitching moment; with roughness,

R = 1.5x108.
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Figure 10.- The veriation with Reynolds number of the drag coefficient at constant lift coefficient.
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Figure 1ll.- The variation with Mach number of the drag coefficient at
constant 1lift coefficient; R = 1.5x108.
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Figure 13.- Effect of conical camber on the lift-drag ratios at two Reynolds numbers; M = 0.60.
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Figure 14.- Effect of conical camber on the 1ift-drag ratios at various Mach numbers; R = 1.5x10°P.
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Figure 16.- The variation with Mach number of the maximum lift-drag ratios
and the 1ift coefficients for maximum lift-drag ratios; R = 1.5x108.
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Figure 17.- The varlation with Reynolds number of the lift and pitching-moment curve slopes; C1,=0.
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Figure 18.- The variation with Mach number of the 1ift and Pitching-moment curve slopes; R=1.5x10F
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Figure 20.- Effect of conical camber on the rolling-moment, side-force, and yawing-moment coeffi-
cients; with roughness, M = 0.60, B = -6°.
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Figure 21.- Effect of conical camber on the rolling-mcment » 8lde-force, and yawing-moment coeffi-
cients; with roughness, R = 1.5x10°, B = -6°.
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Figure 21.- Continued.
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Figure 22.~- The variastion with Reynolds number of the lateral and direc-
tional stability characteristics; with roughness, o; = O.
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